WESTEND PALLETS

RE-USING FUMIGATED PALLETS
6. Re-use Of Previously Certified Wood Packaging Material
All wood packaging that bears a certification mark from Australia or another country and meets the requirements of ISPM 15 may be re-exported from Australia.

Note: If no alterations are made to the unit of wood packaging and it is simply being put back into service without any modifications or repairs, it does not need to be retreated and remarked.

7. Repair, Re-manufacture and Recycle of Previously Certified Wood Packaging 

Repaired, re-manufactured and recycled wood packaging material shall be remarked and all wood shall have been subject to the same treatment (ie it is not possible to mix components that have been heat treated with components that have been fumigated in the same article of wood packaging material). If fumigated and heat treated components are to be mixed during the repair, re-manufacture or recycling process, re-treatment of the wood will be necessary.

The final wood packaging product shall display the certification mark of the treatment provider who carried out the appropriate treatment. All other certification marks shall be completely removed.
8. Certification Of Domestic Wood Packaging Material For Export

Wood packaging material manufactured for the domestic market may be certified for use in export consignments provided it has been subjected to an approved treatment (ie fumigation or heat treatment) by a certified treatment provider or constructed by a certified wood packaging manufacturer from wood that has been sourced from a certified treatment provider. 
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